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Remote Reading Drop-In Tank Contents Gauge 
For use with any liquid that does not attack brass or nitrile.

This instrument works by taking the pressure above the point at which 
the sensor is installed, then displaying it remotely via a micro-bore 
capillary to the gauge.

The gauge will be scaled to suit your application and media. We can 
accommodate any dial design you may require, single or multiple 
scales and coloured segments to indicate when contents become low 
or tank is full. It can even be customised to include your logo.

 Connections 1/2” - 2” (Male) BSP 

Gauge Dial Size 160mm

Maximum length 20 Metres

Sight Window Glass Material Acrylic or Polycarbonate

Case Material 304 Stainless steel

Sensor Material Brass and Nitrile

Armoured Capillary Material PVC

For more information please contact our technical sales engineers by:
Tel: +44 (0)117 930 6125   Fax: +44 (0)117 929 8193   Email: sales@blupax.com

Drop-In Liquid Level Gauge



ABS Black case, Back entry or Bottom entry Pressure Gauge 
Dial pressure Gauge 50mm O/D, with G1/4” BSP Male bottom entry 
connection, suitable for pressures up to 20 Bar. Dual reading scale in 
Bar and Psig. Also available in 40mm and 63mm O/D

Connections G1/4” BSP Male 

Outside Diameter (O/D) 40mm - 63mm

Pressure range 0-20 Bar / 0 - 300 Psi

Case material ABS Black case

Bourdon tube material Copper Alloy 

Black Steel Deep Case - Pressure Gauge
100mm - 160mm O/D bottom entry pressure gauge, black steel deep 
case, Chrome Bayonet Bezel, Rear blow Out Disc. - connection size 
G3/8” BSP Male - pressures up to 70 Bar.

Connections G3/8” BSP Male

Outside Diameter (O/D) 100mm - 160mm

Pressure range 0 - 70 Bar / 0 - 1015.266 Psi

Case material Black steel 

Bayonet Bezel material Chrome

Panel mounted pressure gauge
Zinc plated case with U-Clamps, Chromed brass fl ange, copper alloy 
bourdon tube, working temperature -20C to +80C, Accuracy: Cl 2.5

Connections G1/8” BSP Male

Outside Diameter (O/D) 40mm - 50mm 

Pressure range  10 bar

Temperature range -20°C to +80°C

Case with U-clamp material Zinc plated

Flange material Chromed brass

Bourdon tube Copper Alloy

For more information please contact our technical sales engineers by:
Tel: +44 (0)117 930 6125   Fax: +44 (0)117 929 8193   Email: sales@blupax.com
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Stainless Steel Back Entry or Bottom entry Pressure Gauge 
Stainless Steel Case, Vedril window, Copper Alloy Bourdon Tube, 
Glycerine 98% Dampening Element, Working temperature -10°C to 
+80°C, Accuracy Cl 1.6.

Connections G1/4” - G1/2” BSP Male 

Outside Diameter (O/D) 63mm - 100mm

Pressure range 0-600 Bar / 0 - 8702.28 Psi

Temperature range -10°C to +80°C

Case material Stainless Steel

Bourdon tube material Copper Alloy 

Window material Vedril

For more information please contact our technical sales engineers by:
Tel: +44 (0)117 930 6125   Fax: +44 (0)117 929 8193   Email: sales@blupax.com
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Contact Us For More Information:
Telephone: +44 (0)117 930 6133

Fax: +44 (0)117 929 8193
Email: enquiries@blupax.com

Web: www.blupax.com


