








AV 50.2 Electric Actuated Control Valve

Connection DN 15 - 150

Nominal Pressure PN 16

Kvs-Value 4 - 160 m3/h

Temperature 200 °C

Medium Liquids, gases and steam

Body Spheroidal cast iron

Parabolic Cone, 
Valve Spindle 1.4104

Seat 1.4305
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Worm Gear Actuated Butterfl y Valves 
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Face to Face Dimension (mm) 40.2 - 78

Pressure rating PN16 - PN10

Nominal Bore DN50 - DN300

Temperature range -30°C - +130°C

Body material Cast Iron GG25

Actuation Worm gear actuated

For more information please contact our technical sales engineers by:
Tel: +44 (0)117 930 6125   Fax: +44 (0)117 929 8193   Email: sales@blupax.com
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Butterfl y Valve- with electric rotary actuator type available as 
Wafer or Lugged Type
Suitable for cold - and cooling water installations, heating installations, 
drinking water and domestic water, waste water, swimming pool-
installations, power stations, gas installations, shipbuilding, etc.

 

Connections DN 25 - 500

Pressure rating PN 16

Operating time (sec.) 13 - 26

Temperature range -10 °C to +150 °C

Material of Construction EN-GJS-400-15, EN-JS1030

Medium
Cold water, warm water, hot wa-
ter, drinking water, process water, 
etc.

Butterfl y Valve– with pneumatic rotary actuator type available as 
Wafer or Lugged Type
Suitable for cold - and cooling water installations, heating installations, 
drinking water and domestic water, waste water, swimming pool-
installations, power stations, gas installations, shipbuilding, etc.

Connections DN 25 - 500

Pressure rating PN16

Temperature Range -10 °C to +150 °C

Material of Construction EN-GJS-400-15, EN-JS1030

Medium
Cold water, warm water, hot 
water, drinking water, process 
water, etc.

For more information please contact our technical sales engineers by:
Tel: +44 (0)117 930 6125   Fax: +44 (0)117 929 8193   Email: sales@blupax.com

Butterfl y Actuated Butterfl y Valves

Suitable for cold - and cooling water installations, heating installations, 

Cold water, warm water, hot wa-
ter, drinking water, process water, 
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Fax: +44 (0)117 929 8193
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